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Boss SLBoss SLBoss SL---300300300   M2 Moulding Sander M2 Moulding Sander M2 Moulding Sander 
Suitable for Out feed of Moulding MachinesSuitable for Out feed of Moulding MachinesSuitable for Out feed of Moulding Machines   

• The main frame is fabricated and ribbed of heavy steel plate to minimize vibration and deflection.  

• All operating push control buttons are centralized in a convenient control box.  They are large, clearly 

identified and colour coded which simplify set up and start up. 

• Roller table 700mm x 380mm, working height    780 - 950mm, is variable to install at end of conveyor of 

moulding machine. 

• The speed of all brushing heads can be adjusted by inverter.  Working height can be adjusted by hand wheel. 

• The sanding head is variable to adjust vertically or horizontally. 

• Brushing head is combined with cleaning brush units and abrasive cloth units.  It is designed for easy 

replacement.     

Features: 

Specifications: 
Maximum Working Width:  12” (300 mm)  

Maximum Working Height:  4” (100 mm)  

Minimum Work Piece Length:  16” (405mm)  

Minimum Work Piece Thickness:  3/8” (9.5mm)  

Speed of Sanding Wheel:  200 – 1200 RPM  

Top Brush Head Motor:   2 x ¾ HP (2 x 0.55KW)  

Machine Dimensions (D x W x H):   100cm x 75cm x 148cm 

Packing Dimension (D x W x H):   117cm x 80cm x 154cm  

Net Weight:    150 kg 

Gross Weight:    180 kg  

 

 PRICE:     $10,770.00 


